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What’s So Hard About
Talking to Mars?
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10,000 times larger distance

e  10%times harder to communicate



Mars Relay Concept
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Mars Relay Network Benefits

Increased data return =

Energy efficiency
Critical event telemetry

Radio-based navigation




MSL Telecommunications Network

Odyssey

Legend:
X-band Earth Link

UHF Relay Link
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Deep Space Network

MSL Mission

Operations
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Reconnaissance Orbiter




Sky Crane Detail

Cruise Stage Separation

Cruise Balance Devices Separation

Entry Interface
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<«——— Cruise Stage

Backshell

<«— Descent Stage

Heatshield




Tick marks every 5 min

Earth

Terminator
Sun

Terminator
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Arbitrary View at Lanaing
Entry Epoch: 08/06/2012 05:10:44 UTC
Landing Epoch: 08/06/2012 05:17:45 UTC
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X-band: Transmit MFSK Tones (~one 8-bit symbol every 10 sec)

UHF: Transmit 8 kbps MSL Telemetry
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Canberra 70m/34m Reception; Real-time Playback to JPL for MSL Carrier & MFSK Tone Demodulation

Backshell Sep, Powered
Descent Dynamics
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UHF Dropouts Due to
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High-Fidelity Open Loop Recording, Post-EIiL Playback to Ground
Post-Processing to Recover Carrier & MSL Telemetry
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“Canister Mode” Open Loop Recording, Post-EDL Playback to Ground for Post-Processing
(Carrier-Only; 2.5 hrs latency)
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MSL Surface Communications

Midnight

Overnight planning cycle

AM contact oppgrtunities

6 AM L%

MRO

Noon (3 PM ascending node)

Daytime lander activity












Surface Relay Metrics Through Sol 90

Cumulative Relay Contacts Cumulative Relay Data Volume

35

w
o

=
-
[U]
(1]
E
v =]
8 2
[=]
@ >
o)
c s
o o
i a 25
3 5
5 c
= 2
()
o
E
=]
=




	Slide Number 1
	What’s So Hard About �Talking to Mars? 
	Mars Relay Concept
	Slide Number 4
	Slide Number 5
	Slide Number 6
	Slide Number 7
	Slide Number 8
	Slide Number 9
	Slide Number 10
	Slide Number 11
	Slide Number 12
	Slide Number 13
	Slide Number 14
	Slide Number 15
	MSL Surface Communications
	Slide Number 17
	Slide Number 18
	Slide Number 19
	Slide Number 20

