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A number of studies have demonstrated that aerodynamic lift during a 
planetary low-altitude atmospheric flyby can increase the V∞   bending angle and 
the total ∆V achievable from gravity assist. Aero-Gravity Assist (AGA) 
trajectories of this type require a significantly high spacecraft L/D (lift-to-drag) 
ratio and a fairly robust closed-loop guidance algorithm capable of providing a 
desired control authority for level, nearly constant-altitude atmospheric flight. 
The AGA concept has been described in some previous publications as one of 
the techniques for Mars and Venus atmospheric sample return mission design 
strategies1-4.  Recent analysis has demonstrated that passive, ballistic (zero-lift) 
aeropass trajectories could equally satisfy potential future sample return mission 
objectives and provide quite robust and simple alternatives to a complex guided 
AGA lifting trajectory design. 

INTRODUCTION 

A sample returned from Mars is one NASA’s highest priorities. This paper focuses on a 
subclass of Mars Sample Return (MSR) conceptual missions whose primary objective would be 
to collect an atmospheric sample and return it safely to Earth.  Based on the previous studies, this 
mission class would rely on the performance of Waverider vehicles which must perform an AGA 
maneuver in the lower altitude bend of planetary atmosphere5-8. The AGA technique is very 
similar to the Gravity Assist (GA) method of reducing the propellant requirements for planetary 
transfer, where the gravitational attraction of a planet helps to bend the trajectory of a spacecraft 
and therefore change the heliocentric velocity with no propulsive ∆V. The AGA maneuver has the 
same objective, but in addition to gravitational force it uses aerodynamic lift to produce 
additional trajectory bending which makes the interplanetary trajectory design more flexible. 
Earlier papers provide the reference Earth-Mars-Venus-Earth AGA trajectories and discuss a 
potential application of a Waverider vehicle for atmospheric sample return missions9-12. The 
mechanical design of the Waverider spacecraft assumes a hypersonic slender body vehicle  
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capable of mitigating high heat rates and achieving a high Lift-to-Drag ratio (L/D), which is 
essential for a prolonged atmospheric flight and effective trajectory bending maneuver. 
Unfortunately, the Technology Readiness Level (TRL) of hypersonic vehicles that can effectively 
perform an AGA maneuver at L/D>3 is low. Hence, the mission implementation of the Waverider 
concept in the near future is somewhat unrealistic. 

An excellent alternative to the AGA mission scenario is a passive ballistic (zero-lift) aeropass 
trajectory which could satisfy future sample return mission objectives and which is simpler and 
more robust than a guided AGA lifting trajectory design. Unlike AGA, the passive aeropass 
scenario could be accomplished with a conventional spacecraft design protected by a heatshield, 
while the mission architecture would not require an extensive development and could be 
configured for 2016-2018 Earth-Mars launch opportunities. With minimum technology 
development, atmospheric sample return missions using a passive aeropass concept could be 
extremely cost-effective. This paper provides a detailed study of various Earth-Mars-Earth 
mission trajectory designs primarily focused on 2016-2020 Mars aeropass opportunities. A 
detailed Monte Carlo analysis of the aeropass maneuver addresses the ∆V uncertainties associated 
with the propulsive burn necessary for the Earth return portion of the trajectory. 

  

 

Figure 1. 2016 Earth-Mars Type I/II ballistic trajectories with V∞ constraint 
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DESIGN STRATEGY 

The 2016-2018 Mars arrival opportunities were selected for developing a set of Earth-Mars-
Earth reference trajectories used in this conceptual study. The first objective was to methodically 
analyze the entire design space for Earth-Mars 2016 and 2018 launch/arrival pairs. Based on the 
family of ballistic trajectories the orbital transfer energy plots (also known as “pork-chop” plots) 
suggest that both Type I/II and Type III-/IV- Earth-Mars trajectories could potentially work for the 
outbound portion of an EME trajectory design (See Figures 1-2)13.  The search space was limited 
further by setting the Mars arrival V∞  constraint to be less than 5 km/s. Although the study is 
purely conceptual, based on the Pathfinder14 EDL experience (i.e. the highest entry speed 
recorded during the atmospheric entry at Mars, Vrel=7.48 km/s) the feasibility of the atmospheric 
flyby in low Martian atmosphere suggests that the inertial entry velocity should be constrained to 
7.0 km/s (V∞<5 km/s) to keep the maximum heat rate/loads of the heatshield protecting the 
spacecraft within design limits.  A more detailed discussion about a vehicle dynamics during the 
atmospheric flyby will be given in the subsequent section Mars Aeropass Trajectory Analysis. 

 

Figure 2. 2016 Earth-Mars Type III-/IV- ballistic trajectories with V∞ constraint 

The energy plots provided reliable starting guesses and, while referring to the illustrated set of 
Earth launch/Mars arrival pairs, the next step in the design process was to connect the Earth-Mars 
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ballistic trajectory segments with the Earth return portion of a trajectory. Based on the 
heliocentric two-body nature of the problem it was decided to use MIDAS15, a patched conic, 
impulsive interplanetary optimization program. This software was written in FORTRAN and was 
originally developed to investigate a variety of complex ballistic heliocentric transfer trajectories. 
MIDAS is intended to be used for preliminary mission feasibility studies where a relatively 
accurate estimate of mission performance is more important than high model accuracy. The 
optimization algorithm of this program is configured by default to minimize the total weighted 
mission ∆V. MIDAS has the capability of adding or deleting deep space maneuvers and powered 
planetary swing-by maneuvers as dictated by the optimization process. The program is also able 
to optimize intermediate rendezvous and gravity assist or flyby trajectories of planets and small 
bodies. The class of Earth-Mars-Earth trajectory optimization problems is expected to have quite 
stable behavior; however the uniqueness of the problem, where the flyby would be performed in 
the lower layer of atmosphere below 80 km imposes some additional constraints which need to be 
addressed in the newly defined optimization problem. A special modification to the program was 
introduced to emulate the spacecraft velocity losses due to atmospheric drag associated with the 
low-altitude flyby portion of the trajectory.  This provided an exceptional opportunity to optimize 
various AGA mission design scenarios based on the Type I/II and Type III-/IV- incoming legs of 
the possible Mars sample return trajectories. 

MIDAS, due to its patched-conic trajectory optimization capability, proved to be extremely 
effective as it quickly isolated trajectories that can be investigated further via high-fidelity 
integration programs.  As an independent check, the optimization trajectory search strategy was 
also applied in MALTO16, a recently developed patched-conic trajectory optimization tool; 
however, unlike MIDAS, at that time the program did not have the capability to constrain the 
flyby B-plane angle of the incoming V∞ vector which, in most cases, resulted in retrograde entries 
through the Martian atmosphere. These solutions have to be ignored from the list of potential 
EME aerogravity assisted trajectories due to substantial increase in atmospheric relative velocity 
at entry, Vatm >7.5 km/s which could be at the limit of a spacecraft thermal protection system 
design.  

 
INTERPLANETORY TRAJECTORY DESIGN 

 
The design metric as far as feasibility and optimality of the potential set of trajectories found 

in MIDAS was the overall mission ∆V.  This was the natural choice, since any future mission 
which might utilize these results would depend heavily on the propulsive ∆V available per the 
spacecraft design. All of the EME candidate trajectories required a post-aeropass Deep Space 
Maneuver (DSM) to restore heliocentric energy and period of the spacecraft for the Earth return 
portion of the trajectory. Figure 3 illustrates some families of EME optimal trajectories found via 
the patched-conic approximation method. As seen in the graph, the required deterministic ∆V 
could be as low as 28.7 m/s and as high as 4 km/s.  

The next stage in the trajectory design process was to select two or three promising trajectory 
solutions found by MIDAS and reoptimize them with software which supports the numerical 
integration of multi-body equations of motion to accurately model the spacecraft trajectory 
dynamics. This was accomplished using CATO17, a well-established JPL MDNAV program 
which became the primary tool for missions like Cassini and Juno. CATO is a high-fidelity 
propagator/optimizer which supports N-gravitating bodies (planets, moon, and asteroids), N-by-
M gravity harmonic fields for a selected body, solar radiation pressure, and planetary atmospheric 
drag force. This interactive program is designed to minimize the total deterministic V required 
for a multiple-flyby trajectory. For a more detailed analysis it was decided to select EME 
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Figure 3. MIDAS Earth-Mars-Earth AGA optimal trajectories 

trajectories with deterministic ∆V  less than ~1 km/s (see Figure 3). However, to model the low-
altitude flyby through the atmosphere it was essential to obtain a fairly characteristic density vs. 
altitude profile which would have a direct correlation to a particular Martian season. Special input 
parameter updates have been made to MarsGram 200518 to produce the desired mean density 
profile which can be representative of 2016/2018 atmospheric conditions. More detailed 
discussion about the aeropass portion of a trajectory will be provided in the section called Mars 
Aeropass Trajectory Analysis. Table 1 illustrates various families of trajectories which have been 
methodically reoptimized in CATO based on the selected mean density profile. The table also 
provides a direct comparison with respect to the lifting AGA trajectory described in some 
previous publications10-11.  

The MIDAS patched-conic and CATO fully integrated trajectory results agreed fairly well.  In 
most cases the optimum deterministic ∆V found via CATO trajectory design was slightly greater 
than MIDAS preliminary results by 30 to 40 m/s. The actual epoch of a DSM maneuver had to be 
moved in some cases by more than 60 days. The differences between the two approaches occur 
because that patched conic approach with ∆Vdrag  placed at Mars periapsis does not provide an 
accurate physical representation of atmospheric flyby, where a slight difference in Mars departure 
(post aeropass) V∞ vector, as was shown in CATO trajectories, can significantly change the 
optimum placement of the DSM ∆V maneuver.  

Another challenge was to construct a 21-day launch period (LP) which would normally be 
required for any mission flown to Mars. For the trajectories listed in Table 1, the optimality of the 
MIDAS individual trajectories, which served as initial guesses for the CATO end-to-end 
integrated solutions, is highly dependent on the estimated drag losses which are inherently  
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Table 1.  Possible 2016-2018 Mars sample return trajectories 

 

coupled with the Mars arrival V∞ magnitude. It was observed that within a constructed 21-day 
launch period, the arrival V∞ magnitude may vary by 100 m/s. A new iterative scheme was 
required to reoptimize each trajectory within a selected launch period based on the incoming V∞ 
vector and magnitude; this process was later named the “drag matching technique.” DSENDS19, 
JPL software which is used primarily for 3-DOF and 6-DOF flight vehicle dynamics simulation 
during EDL or any other proximity operations, was selected for this step in part because it 
incorporates a dynamic link to MarsGram, which expedited the iterative process between MIDAS 
and made the aeropass drag loss predictions extremely efficient. Once a more refined value of 
∆Vdrag was obtained from DSENDS simulations for each trajectory within a preliminary selected 
launch period, the MIDAS trajectory runs where repeated with more reliable ∆Vdrag drag loss 
estimates associated with aeropass. The iterative analysis also assumed that the entry vehicle 
would have a ballistic coefficient of β=2617.7 kg/m2. The optimum solutions were further refined 
using the CATO high-fidelity trajectory integrator. Hence, in the global sense, based on the 
assumed mean density profile for Mars low-altitude atmospheric flyby, one can construct an 
optimum Earth-Mars-Earth trajectory where the resulting atmospheric drag losses would 
physically act as a “free,” propellant-less ∆V maneuver for optimum Spacecraft-Earth phasing for 
their orbit crossings. This would not eliminate the need for a Deep Space Maneuver (DSM) which 
could vary from 76.5 to 1277.2 m/s depending on opportunity, yet it should be emphasized that in 
a drag-free Mars flyby (i.e., assuming the flyby altitude is identical to aeropass scenario), the day-
side flyby bends V∞ inward, lowering the orbital energy and period. The DSM in this case would 
add energy and increase the period for Earth-Spacecraft phasing. As drag increases, the outbound 
(departure) V∞ is smaller and the resultant spacecraft heliocentric velocity is larger relative to the 
∆Vdrag=0 m/s case (see Figure 4). Hence, the DSM ∆V required to increase the spacecraft orbital 
period would be smaller. In the nominal Earth-Mars-Earth trajectory, the right amount of drag 
losses work in conjunction with the DSM to reduce the overall sample return mission ∆V. The 
off-nominal conditions will start to demonstrate some ∆V penalties. Hence, at lower flyby 
altitudes, the DSM ∆V starts to grow rapidly due to the fact that spacecraft heliocentric velocity 
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Figure 4. GA and AGA comparison for day-side planetary flyby 

 

(VS/C) is getting large enough that the orbit would no longer cross Earth’s orbit and, as the 
optimum trajectory techniques suggested, one DSM could no longer efficiently accomplish 
Spacecraft-Earth phasing, while two DSMs placed at perihelion and aphelion should generally  
lower the overall mission ∆V cost. This phenomenon is clearly illustrated in Figure 5 where for 
this example EME trajectory the optimum drag losses during the aeropass correspond to a Mars 
periapsis altitude of 42 km. The detailed analysis of a flyby altitude vs. DSM ∆V maneuver 
sensitivity and investigation of upper/lower bounds of an aeropass corridor driven by navigation 
and aerodynamic/atmospheric uncertainties will be described in the following sections. 

 

 

Figure 5. DSM ∆V Penalties versus flyby altitude 
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MARS AEROPASS TRAJECTORY ANALYSIS 
 
The success of a future atmospheric sample return mission would highly dependent upon 

accurate spacecraft approach navigation and well-understood and robust flight vehicle dynamics 
during the aeropass maneuver.  The entry flight path angle uncertainty is one of the most critical 
parameters for establishing an aeropass corridor and, ultimately, the bounds of expected drag 
losses which have a direct impact on the DSM ∆V magnitude and its location along the Earth 
return portion of a trajectory. The number of Orbit Determination (OD) measurements and data 
tracking types (e.g., DSN two-way Doppler, range, and ∆DOR) combined with the spacecraft 
configuration would dictate the EFPA knowledge and delivery errors at the Mars entry interface. 

Since this is a conceptual study for which a spacecraft architecture was not defined, a 
comparison was made between a three-axis stabilized spacecraft with unbalanced thrusters (i.e., 
dead-banding for thruster control) and a similar spacecraft equipped with reaction wheels. A 
preliminary error assessment suggests that with five trajectory correction maneuvers on the Earth-
Mars leg, where TCM-5 was placed at E-2 days or E-1 day, the flight path angle uncertainties 
exceeded ±0.4° (3σ) which retranslated into an aeropass corridor width greater than 8 km. A 
significant spread in drag losses resulted in DSM ∆V magnitude increase of 1.6 km/s, which 
might be at the limit of spacecraft propulsive capability.  

The approach navigation analysis was repeated for some potential EME trajectories listed in 
Table 1 and a summary of these results is presented in Table 2 which shows that with the same 
TCM schedule and data tracking strategy (i.e., DSN two-way Doppler, range, and ∆DOR) applied 
to these four cases the EFPA 3σ uncertainty based on TCM-5 at E-2 days could be reduced to 
±0.11°.  

Table 2. 2016-2018 Mars Approach Navigation Comparison 

 

 

A Type I Earth-Mars trajectory with an assumed launch date of April 3 and which would 
return the atmospheric sample to Earth on April 29, 2019 after completing an aeropass at Mars 
(see Figure 6) was selected for more detailed investigation.  This trajectory does not have the 
smallest ∆V among other possible trajectory solutions listed in Table 1, but its short flight time 
makes it a top candidate for future mission selection. To understand the coupling effect between 
the navigation entry errors, Mars atmospheric, and vehicle aerodynamic uncertainties, a Monte 
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Carlo analysis was performed using POST20, a program developed by NASA Langley Research 
Center (LaRC) for 3-DOF and 6-DOF trajectory simulations. As opposed to lifting AGA 
trajectories, the spacecraft would perform a simple ballistic entry with no active guidance during 
the aeropass maneuver.  For the purpose of this study, it is assumed that the vehicle would be 
dynamically stable during the aeropass, where the forward C.G. location guarantees that the 
vehicle should not experience an angle of attack greater than 5°.    

POST simulations rely heavily on the LaRC-developed Aerodynamics Database which 
provides drag and other aerodynamic coefficients as a function of Mach number and vehicle 
angle of attack (AOA).  The aeropass Monte Carlo trajectory simulations assumed that the 
vehicle would have a ballistic coefficient of β=2617.7 kg/m2. 

 

Figure 6. 2016 Earth-Mars-Earth Reference Trajectory 

 

Another important set of parameters which can directly affect the results of the aeropass 
Monte Carlo simulations is the modeling of the Martian atmosphere. Like DSENDS, POST 
implements a dynamic link to the MarsGram 2005 atmospheric database. To guarantee that the 
trajectory Monte Carlo simulations capture various entry atmospheric conditions, the optical 
depth (τ) was uniformly dispersed from 0.1 ≤ τ ≤ 3.0. The presence of dust particles in the 
atmosphere can potentially raise its temperature, where the density may increase in the upper 
layers of atmosphere and substantially decrease in the lower layers; this alone may cause a huge 
variation in the estimated range of drag losses. 

In addition to providing some verification of the AGA design robustness and identifying the 
altitude limits of an aeropass corridor, the POST Monte Carlo analysis provides an estimate of the 
extreme heat rates and loads which the vehicle might experience during the aeropass. These 
results can be used as a starting point for a future aerothermal analysis and are valuable when 
designing the Thermal Protection System (TPS). The peak heat rates and loads are computed 
based on the Sutton-Graves21 convective heat flux model 



10 
 

                                                           
3

atm
n

q k V
r


 , 

where k = 1.9027x10-4, which corresponds to a gas composition of 85% CO2 and 15% N2 and rn 
is a vehicle nose radius. Based on the approach navigation analysis (Table 2), a detailed Monte 
Carlo analysis was completed for October 13, 2016 arrival conditions. Figures 7 through 10 
provide a summary of 6-DOF simulation results for this aeropass opportunity. It is essential to 
point out that in the nominal case (Figure 7) the angle of attack does not exceed 0.5°, and even in 
dispersed trajectory scenarios the angle of attack would still be within the predicted limit of 5°. 
Other aeropass scenarios for various Mars arrival conditions in 2016-2020 opportunities have 
been analyzed based on the selected set of optimum trajectories outlined in Table 2. A complete 
summary of the 3-DOF Monte Carlo results is presented in Table 3. 

 

 

 

Figure 7. Angle of Attack α limits during the aeropass maneuver 
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Figure 8. 6-DOF Monte Carlo Analysis (Dynamic Pressure and Drag losses) 

 

 

 

Figure 9. 6-DOF Monte Carlo Analysis (Maximum Heat Rate/Load) 
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Figure 10. Exit conditions based on 3-DOF and 6-DOF Monte Carlo Results 

 

Table 3. 3-DOF POST Monte Carlo Results 

 

 

SUMMARY AND CONCLUSIONS 

A patched-conic MIDAS mission design program proved to be extremely efficient for a 
preliminary broad search of potential Mars atmospheric sample return trajectories. An iterative 
process between MIDAS, DSENDS and CATO simulations using a drag-loss matching strategy 
helped to quickly optimize the end-to-end integrated EME trajectories. In general, if the aeropass 
drag losses are within the assumed bounds, the optimum trajectories found in MIDAS and CATO 
agree well. The 3-DOF and 6-DOF Monte Carlo results of the vehicle aeropass have proven the 
robustness (i.e., 3σ high AOA<5°) of the ballistic, unguided AGA design, where the navigation 
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EFPA 3σ uncertainty is the most critical parameter for establishing the upper and lower bounds of 
the aeropass corridor. It was also observed that higher values of τ result in increased drag losses, 
but have minimal effect on heating and G-loads. 
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NOMENCLATURE AND ACRONYMS 

AGA   = Aero-Gravity Assist 

AOA   = Angle of attack 

B-Plane = A plane normal to the incoming asymptote of the hyperbolic trajectory 

CATO = Computer Algorithm for Trajectory Optimization 

Cd       = Drag coefficient 

C.G    = Center of gravity 

DOF = Degrees of freedom 

DSENDS = Dynamics Simulator for Entry, Descent and Surface landing 

DSM = Deep Space Maneuver 

DSN =Deep Space Network 

E = Time from Entry Epoch (i.e. E-2 days) 

EDL = Entry Descent and Landing 

EFPA = Entry Flight Path Angle, deg  

EME = Earth-Mars-Earth trajectory 

GA= Gravity Assisted Trajectory 

JPL = Jet Propulsion Laboratory 

LaRC = Langley Research Center 

L/D = Vehicle lift to drag ratio 

LP = Launch Period 

LS = Solar longitude, deg 

MALTO = Mission-Analysis Low-Thrust Optimization 
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MarsGram = Mars Global Reference Atmospheric Model 

MC = Monte Carlo simulations 

MIDAS = Mission Design and Analysis Software 

MDNAV = Mission Design and Navigation  

MSL = Mars Science Laboratory  

MSR = Mars Sample Return 

OD = Orbit Determination 

periapsis = the distance of a closest approach to a planet 

POST = Program to Optimize Simulated Trajectories 

S/C = Spacecraft 

TCM = Trajectory Correction Maneuver 

TOF =Time of Flight 

TRL = Technology Readiness Level 

Type I = Heliocentric trajectory with transfer angle < 180 deg 

Type II = Heliocentric trajectory with 180 deg < transfer angle <360 deg 

Type III- = Heliocentric trajectory (short period) with 360 deg < transfer angle <540 deg 

Type IV- = Heliocentric trajectory (short period) with 540 deg < transfer angle <720 deg 

Vatm = Atmospheric relative velocity 

V∞       = Hyperbolic Excess Velocity  

Vrel = Planet-relative velocity magnitude 

VS/C = Spacecraft heliocentric velocity 

∆DOR = Delta differential one way range 

∆V = Change in Velocity during the Interplanetary transfer 

α = Angle of attack, deg 

β = Ballistic coefficient, kg/m2 

k = Sutton-Graves constant based on the gas composition 

τ = Optical depth parameter 

     q = Convective heat rate, W/cm2 

ρ = Atmospheric density 

rn = Vehicle nose radius 
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