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Abstract - The Hyperspectral Thermal Emission Spectrometer 
(HyTES) successfully completed its first set of engineering test 
flights. HyTES was developed in support of the Hyperspectral 
Infrared Imager (HyspIRI). HyspIRI is one of the Tier II 
Decadal Survey missions. HyTES currently provides both high 
spectral resolution (17 nm) and high spatial resolution (2-5m) 
data in the thermal infrared (7.5-12 µm) part of the 
electromagnetic spectrum. HyTES data will be used to help 
determine the optimum band positions for the HyspIRI 
Thermal Infrared (TIR) sensor and provide antecedent data 
for HyspIRI related studies. The first engineering flights were 
on a Twin Otter based in Grand Junction, Colorado. After a 
few local flights around Grand Junction, the HyTES flew to 
Burbank picking up data over additional sites on the way. 
Nighttime data were then acquired over a set of sites in and 
around Los Angeles, CA and the following day the plane flew 
back to Grand Junction acquiring data from more sites.  
 
HyTES includes several new technologies: a Dyson 
spectrometer, QWIP detector, precision slit and electron 
microbeam diffraction grating. The test flights allowed the 
successful demonstration of these technologies as well as a 
preliminary assessment of the end-to-end performance of the 
instrument. The instrument pre-flight performance is shown. 
Future work will focus on a detailed analysis of these datasets 
both from an engineering and science perspective. This will 
include the identification of potential improvements needed to 
make HyTES campaign-ready on a variety of aircraft. These 
improvements would allow HyTES data to be acquired at a 
variety of spatial resolutions on platforms with a greater range 
than the Twin Otter.   
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1. INTRODUCTION 
The Jet Propulsion Laboratory (JPL) has a long history in 
developing science-grade imaging spectrometers for remote 
sensing applications. Examples include the airborne visible 
infrared imaging spectrometer [1] (AVIRIS) and more 
recently a compact Offner type imaging spectrometer called  

the Moon Mineralogical Mapper [2] (M3) which recently 
completed its mission in orbit around the moon onboard  
India’s Chandrayaan-1.  

In late 2006, JPL began the development of a breadboard 
thermal infrared pushbroom spectrometer named the 
Quantum Well infrared photodetector Earth Science Testbed 
(QWEST) as an end-to-end laboratory demonstration of 
both the thermal Dyson spectrometer as well as the quantum 
well infrared focal plane technology. The testbed is a 
precursor to the airborne version under development 
referred to as the hyperspectral thermal emission 
spectrometer (HyTES) and funded by the NASA Instrument 
Incubator Program (IIP). The current effort brings together 
numerous in-house specialties such as optical design and 
general spectrometer alignment optimization, precision slit 
fabrication, high efficiency and low scatter concave 
diffraction grating design and fabrication, precision 
mechanical and machining capability and quantum well 
infrared photo detectors (QWIP) focal plane arrays.  

The long wave infrared (LWIR) is typically expressed as the 
wavelength range between 7 and 14 µm. Our current 
demonstration instrument operates from 7.5 to 9.5 µm and 
the planned airborne instrument will operate from 7.5 µm to 
12 µm. Spectral information from this wavelength range is 
extremely valuable for  Earth Science research. The airborne 
instrument will be used in support of the HyspIRI mission 
(hyspiri.jpl.nasa.gov) which was recently recommended by 
the National Research Council in their Decadal Survey. The 
LWIR component of the HyspIRI mission will address 
science questions in five main science themes:  

Volcanoes  

What are the changes in the behavior of active volcanoes? 
Can we quantify the trace gases (Sulfur dioxide, CO2) 
released into the atmosphere by volcanoes and estimate its 
impact on Earth's climate? How can we help predict and 
mitigate volcanic hazards?  

Wildfires  

What is the impact of global biomass burning on the 
terrestrial biosphere and atmosphere, and how is this impact 
changing over time? A LWIR sensor will allow us to 
measure temperature, emissivity, radiative flux, burn 
products, hot spots, etc. 
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Water Use and Availability  

As global freshwater supplies become increasingly limited, 
how can we better characterize trends in local and regional 
water use and moisture availability to help conserve this 
critical resource?  

Urbanization  

How does urbanization affect the local, regional and global 
environment? Can we characterize this effect to help 
mitigate its impact on human health and welfare?  

Land surface composition and change  

What is the composition and temperature of the exposed 
surface of the Earth? How do these factors change over time 
and affect land use and habitability?  

The QWEST testbed is providing enabling technology for 
the development of a fully operational airborne platform 
suitable for earth science studies. It will have sufficient 
spatial and spectral resolution to allow scientists to acquire 
the necessary data to aid in the planning of future 
spaceborne missions.   

2. OPTICAL DESIGN  
Concentric designs allow a point to be mapped perfectly to a 
focal plane array. Past and future planned imaging 
spectrometer systems have successfully implemented the 
Offner [3,4] design. The idea behind the Offner concentric 
design was to provide a relay unit magnifier to alleviate 
distortion and third order system aberrations while having 
an accessible object and image plane. The first published 
supplementary idea for an all reflecting or 2-mirror 
concentric imaging spectrometer was cast by Thevenon and 
Mertz [5]. Subsequent work was also done by Kwo [6] and 
Lobb [7]. A concentric design like the Offner is well-suited 
to pushbroom spectrometers. Smile and Keystone distortion 
are nearly eliminated using proper alignment and design 
techniques.  

The Offner design would be relatively large and would 
require a bulky temperature controlled dewar and large 
power supplies to maintain adequate thermal control for the 
LWIR. Dyson [8] published a paper in 1959 outlining a 
Seidel-corrected unit magnifier which was composed of a 
single lens and concave mirror. It was to be used to project 
groups of lines for emulsion photography and also phase 
contrast microscopy. Mertz also proposed the Dyson 
principle in the same paper where he discussed the Offner. 
Wynne [9] proposed a Dyson design for microlithography in 
the visible and ultraviolet and Mouroulis [10,11] et al. 
considered Dyson designs for visible spectrometry and for 
coastal ocean applications. A thorough treatment of these 
designs as well as an operational thermal infrared system is 
described in a work by Warren et al [12]. Kuester [13] et al. 

discuss an airborne platform which uses a visible 
transmitting Dyson.  

Our effort uses the same principle but extends the Dyson 
design to work optimally with the LWIR.  The savings in 
physical size for similar low F/# systems is dramatic. 
QWEST was designed to minimize smile and keystone 
distortion [14] while simultaneously virtually eliminating 
ghosting. The slit width is 50 µm, which corresponds to two 
detector pixels. Smile and keystone distortions were kept to 
no more than 1-2% of this or ~2µm. JPL fabricates ultra 
precision slits using reactive ion etching which can be kept 
straight to an order of magnitude better than this. For this 
reason the slit straightness is not typically the limiting factor 
in spectrometer performance.  

As shown in Figure 1, a single monolithic block is used in 
double pass where light from the slit enters at a narrow 
optical passageway and is transmitted through the rear 
power surface, diffracts off the grating and re-enters the 
block to totally internally reflect off the back surface which 
guides the spectrally dispersed radiation to focus at the 
QWIP location. This design minimizes the travel and form 
factor of the system. The actual block fabricated is shown in 
Figure 2. Broadband area coatings are used on all applicable 
light transmitting surfaces. The coatings allow 99.0% or 
better LWIR light to transmit. The block was fabricated 
from ZnSe, a robust material with a transparent wavelength 
region from 0.4 ~ 23 µm and an absorption coefficient 
between 10-3cm-1 and 10-4cm-1. The ZnSe slab is produced 
by chemical vapor deposition. 

 
Figure 1. Conceptual layout of Dyson spectrometer and 

objective lens elements 

 
 

Figure 2. Monolithic ZnSe optical block with BBAR 
coatings used in double pass for the Dyson spectrometer 
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