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ABSTRACT  

The WFIRST/AFTA 2.4 m space telescope currently under study includes a stellar coronagraph for the imaging and 
spectral characterization of extrasolar planets. Based largely on performance predictions from end-to-end optical 
propagation modeling, promising coronagraphic methods were selected in late 2013 for further consideration for use on 
AFTA. Since those downselect analyses further modeling work has been done on evaluating refined coronagraph 
designs, wavefront sensing and control, detector representation, and time-dependent effects. Thermal, structural, ray 
trace, and diffraction propagation models are used in these studies. Presented here is the progress to date and plans for 
future analyses.  
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1. INTRODUCTION  
NASA was given two 2.4 m diameter space-qualified telescope assemblies excessed by a reconnaissance program. One 
of these, the Astrophysics Focused Telescope Asset1 (AFTA) has been designated for the NASA astrophysics program. 
The primary contender mission for it is the Wide Field Infra-Red Survey Telescope (WFIRST), which would search for 
signs of dark energy and also extrasolar planets via microlensing events. A coronagraph has been added to the baseline 
design for imaging and spectral characterization of extrasolar giant planets with contrasts of ~10-9 and circumstellar 
disks. While not optimized for coronagraphy, or even astronomy, the AFTA telescope is likely the best hope for a space-
based, very-high-contrast coronagraph in the next decade. 

The main drawback of AFTA for high contrast imaging is that it is an on-axis system with a central obscuration due to a 
secondary mirror that is supported by six fairly thick struts (Figure 1). These obscurations introduce considerable 
diffraction, and most coronagraphic methods do not perform well with them. Prior to AFTA most of the space 
coronagraph designs assumed a telescope optimized for exoplanet imaging with an off-axis, unobscured aperture. The 
potential for a mission by 2024 using AFTA spurred work on coronagraphs that could provide sufficient performance 
with the obscured aperture. Because time, facilities, and funding are limited, NASA formed the AFTA Coronagraph 
Working Group (ACWG) in 2013 to select those techniques that showed the best performance and likelihood of 
technological readiness. Due to the lack of testbed results with apertures like AFTA, numerical modelling was used to 
predict the performances of the contenders2. As described in a previous Proceedings, six coronagraphic techniques were 
evaluated: the Hybrid Lyot Coronagraph3 (HLC), shaped pupil coronagraph4 (SPC), phase-induced amplitude 
apodization with complex mask coronagraph5 (PIAACMC), vector vortex coronagraph6, and two versions of the visible 
nuller coronagraph7,8. At the end of 2013 the ACWG selected the HLC and SPC as the baseline design (they share the 
same optical layout), creating the Occulting Mask Coronagraph (OMC). The PIAACMC, which had high predicted 
performance but low technological readiness, was selected as a backup, with lower priority for funding and testbed time. 

Since the downselect, all three techniques have been further optimized to provide better contrast, inner working angle, 
throughput, and reduced sensitivity to aberrations. We present here the predicted performance of the latest flight 
coronagraph designs. 

2. CORONAGRAPH OVERVIEW 
The current AFTA coronagraph baseline design (Figure 2) begins with a set of fold mirrors that divert the beam from the 
secondary into the coronagraph. Collimating optics create a pupil image on an actuated tip/tilt mirror (the fast steering 
mirror or FSM) that corrects body pointing errors. More optics create another pupil image on a 48 x 48 actuator 
deformable mirror (DM). Another identical DM is situated 1 meter downstream, and the two DMs together provide both 





 
 

 
 

A low order wavefront sensor10 (LOWFS) is used to measure time-varying low order aberrations such as pointing errors, 
focus, coma, astigmatism, etc. Pointing errors are corrected by the FSM at a rate of ~2 kHz and focus by a piston-
actuated optic at intervals of tens or hundreds of seconds. The other aberrations are expected to be controlled using the 
deformable mirror at intervals of ~1000 sec. In the SPC and HLC the FPMs are reflective and will have patterned 
dielectric coatings to create a tailored phase modulation in the reflected image of the PSF core that is fed into a Zernike 
phase contrast sensor. In PIAACMC the Lyot stop is reflective and diverts the rejected light onto a detector, creating a 
defocused image. In either case modes corresponding to Zernikes are fit to the time-differenced LOWFS images to 
determine the wavefront change. The FSM, focus corrector, and DM are then set to stabilize the wavefront. 

3. MODELLING AND EVALUATION PROCEDURE 
As with the downselect process, the revised coronagraph designs were evaluated using end-to-end numerical wavefront 
propagation modelling in a realistically aberrated system with wavefront control provided by deformable mirrors. An 
unfolded layout containing all of the optical elements of the telescope and coronagraph was created using the PROPER 
propagation library11,12. Each surface had realistic phase and amplitude errors defined by power spectral density (PSD) 
specifications. PROPER propagated the wavefront from surface to surface using angular spectrum and Fresnel 
algorithms, picking up the aberrations along the way. Broadband images were generated using 9 monochromatic images 
spanning the passband averaged together. The coronagraphs were represented as phase and/or amplitude modifications 
to the wavefront. In cases where a coronagraphic component could not be well represented using the provided PROPER 
routines (the small PIAACMC focal plane mask, for instance), additional custom code was developed. These special 
cases, such as using a matrix Fourier transform for the PIAACMC mask, are detailed in the previous Proceedings2. 

The coronagraph suppresses the diffraction pattern but not the scattered light from the optical aberrations. These were 
reduced in the simulations using wavefront control with the deformable mirrors (PROPER includes a deformable mirror 
model with actuator influence functions). The DM settings required to create a dark hole around the star were 
determined using the Electric Field Conjugation13 (EFC) method, which uses the sensed complex image plane field 
along with the predicted DM image plane response. Unless otherwise noted, the computed image plane field was directly 
used rather than sensed (which would be done by putting predefined patterns on the DM and measuring the image plane 
intensity changes14). 

The fast AFTA primary mirror creates polarization-induced aberrations, primarily astigmatism, that have a significant 
impact on the performance of a coronagraph. Because PROPER does not do any ray tracing or accounts directly for 
coating properties, these aberrations are computed using Zemax for orthogonal polarizations and added to the PROPER 
model as wavelength-dependent wavefront errors. The EFC wavefront control procedure can then be used to optimize 
for a single polarization channel or provide a compromise solution for both channels (which is also generally the 
equivalent of not having a polarization-split imager). Note that the unlike the imaging channel, IFS does not have split 
polarizations. 

After the dark hole was generated the effects of pointing jitter were computed. This was done by creating image plane 
intensity fields for many offsets of the source (via wavefront tip/tilt) that were then added together with weights 
representing a two-dimensional Gaussian distribution. For the cases evaluated here, the pointing jitter (after correction 
by the fast steering mirror) was 0.4, 0.8, and 1.6 milliarcseconds RMS per axis (this is the current expected range of 
post-correction pointing jitter). 

Other aspects of the coronagraph were also computed. The field (planet) PSF may be field dependent (PIAACMC) or 
have low core flux due to scattering of light into the PSF wings (HLC, SPC). The field PSF was computed for different 
radial offsets by propagating a wavefront tilt through the system. Properties such as the fraction of a planet’s light 
entering the telescope that falls within the full-width-at-half-maximum region of the core (PSF core throughput) and the 
area of that region (PSF core area) were derived. The sensitivity of each coronagraph to low order aberration changes 
was also computed by separately propagating specific Zernike polynomial wavefront errors through the system and 
measuring the image plane field change. 

4. HYBRID LYOT CORONAGRAPH 
The HLC (Figure 3) is a modification of the classical Lyot coronagraph that consists of an occulting mask located at an 
intermediate focal plane and a pupil mask at a subsequent pupil plane. In the HLC the focal plane mask (FPM) is a 
combination of a patterned amplitude modulator (a metal coating) with an overlaid phase modulator (a patterned 



 
 

 
 

dielectric coating). Both are simultaneously optimized to provide an acceptable compromise in IWA, contrast, 
bandwidth, low-order aberration tolerance, and throughput, with the wavelength-dependent characteristics of the 
materials included. The phase-and-amplitude modulating FPM provides better performance over broad bandpasses than 
previous amplitude-only designs.  

Like most coronagraphic techniques the performance of the HLC is seriously impacted by obscurations in the telescope, 
especially the spiders. As part of the design optimization process the DMs are used to alter the wavefront to reduce the 
obscurations’ diffractive effects. Pointing jitter is also included in the optimization. The resulting complicated pattern of 
actuator pistons has relatively large strokes (>200 nm), introducing about a wave of peak-to-valley phase error. These 
patterns are an inherent part of the HLC diffraction suppression and would be used whether there were aberrations in the 
system or not. The large intentional wavefront errors, while improving contrast, do significantly degrade the field point 
spread function, scattering light from the core into the wings. Thus, the HLC has a fairly low PSF core throughput, more 
pronounced than would be expected simply from the loss of light at the Lyot stop. Beam walk on the second, non-pupil 
DM caused by pointing offsets also introduces a small field dependence in the PSF. 
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Figure 3. Revised HLC components: (left) DM wavefront error patterns (497 nm peak-to-valley); (middle) focal plane 

mask phase and amplitude modulation patterns at λ = 550 nm (6 λ/D on a side); (right) Lyot stop pattern (grey) 
superposed on the AFTA obscuration pattern (black). The central spot in the FPM phase is intended for use by the 

Zernike phase contrast low order wavefront sensor. 

 

Substantial optimization of the HLC design was made after the downselect with the goal of improving jitter tolerance, 
decreasing the IWA, reducing FPM complexity, and reducing DM stroke. At the same time, the dielectric coating on the 
FPM was constrained so that the rejected PSF core light reflected by the metallic coating underneath it would have a 
suitable phase modulation for input into a Zernike phase contrast low-order wavefront sensor. The revised HLC design 
(HLC 20140623-139) operates over a 523 - 578 nm bandpass (λc = 550 nm) with an r = 3.0 - 10.5 λc/D, 360° dark hole 
field defined by the DM patterns. The FPM has a solid r = 2.6 λc/D occulting spot with partial (~0.05%) intensity 
transmission, and the dielectric pattern does not extend beyond this radius.  

The DM surface deformations have been reduced by about a factor of two from the downselect design to a peak-to-
valley range of 248 nm. With the lower DM strokes the field PSF is sharper than the downselect design. The PSF core 
throughput is now 4.3% (AFTA without a coronagraph would be 34%), and the core area is 2100 mas2. The IWA is 3.0 
λc/D. 



 
 

 
 

The HLC results are shown in Figure 4. With system aberrations EFC produces a mean contrast in a single polarization 
of 6 × 10-10 from r = 3 - 4 λc/D and 3 × 10-10 from r = 3 - 10 λc/D. When this solution is evaluated for the orthogonal 
polarization, the contrast is about 6× worse (the difference would be greater in passbands longer or shorter of 550 nm 
due to the increase in the polarization-induced wavefront error). Optimized for both polarizations the mean contrasts are 
about 2 - 3 times higher, so it may be practical to observe simultaneously in both polarization at once in the 523 - 578 
nm bandpass without a huge signal-to-noise loss over a single polarization.  
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Figure 4. Revised HLC maps (λ = 523 - 578 nm; λc = 550 nm) for the aberrated system showing post-EFC contrast with 

0.4 mas RMS jitter and 1.0 mas star in the X and Y polarization channels when EFC was optimized for (top) for both 
polarizations and (bottom) for only the X polarization. The cross-shaped patterns are due to the difference in astigmatism 

between the two polarization axes. Circles are r = 3 & 10 λc/D. In color in the online proceedings. 

 

Note that the speckle patterns are different in the two polarization channels when EFC optimizes for both. On ground-
based telescopes, with poorer contrast and where the instrumental polarization signature is not as dominant, the speckle 
patterns look the same in both polarizations, and simultaneous observations in both channels are used to distinguish 
polarized sky sources (primarily dust disks) from the background speckles. This will not be possible with any AFTA 
coronagraph. 

When pointing jitter is added to the single polarization solution (Figure 5) the contrast degradation is fairly low up to 0.8 
mas RMS. With 1.6 mas RMS of jitter the contrast is about 7× worse at the IWA than the no-jitter case. However, at r = 
4 λc/D its contrast is 7× better than the downselect design. The revised HLC has a nearly order of magnitude 
improvement in the tip/tilt and astigmatism tolerance at 3 λc/D relative to the downselect HLC. 

 





  

 

 

 

  

Figure 6. (Left) SPC characterization pupil mask. (Right) SPC occulter/field stop (r = 2.5 - 9 λc/D). 

 

The unaberrated system EFC DM solutions were used as the starting point for another run of EFC in which the 
aberrations were included and the X and Y polarizations were optimized together (Figure 7). Again, field-dependent 
weights were applied. EFC converged to a mean contrast of 4 × 10-9 over the full dark hole field and 6 × 10-9 between r 
= 2.5 - 3.5 λc/D. As an experiment, EFC was run again optimizing and evaluating only the X polarization image, and the 
result was about 30% lower than the dual polarization values, close to the unaberrated contrasts. This shows that the 
contrast limit is primarily set by the shaped pupil and the polarization-induced aberrations rather than the optical 
fabrication errors. 
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Figure 7. Contrast maps for the revised shaped pupil 
(λ = 728 - 872 nm, λc = 800 nm) after running 
EFC when (top) optimized for a single 
polarization, and (bottom) optimized for both. The 
circles indicate r = 2.5 & 9.0 λc/D. No jitter has 
been added. In color in the online proceedings. 





 
 

 
 

locations along the optical axis. In this case there are multiple Lyot stops along the axis, each masking only those 
portions of the images of the obscurations that are in or near focus at each plane. 
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Figure 9. Revised PIAACMC focal plane mask surface height map and Lyot stops. The barrel distortion seen in the Lyot 

stop spider patterns is due to the remapping of the beam by the PIAA optics. 

 

A simple phase mask consisting of a uniform-height spot of a suitable material (e.g., dielectric) works in monochromatic 
light, but in broadband the wavelength dependence of the phase shift, wavelength dispersion of the material, and the size 
dependence of the PSF necessitates a more complex solution. One method is to construct the phase mask with multiple 
concentric rings of material with different thicknesses optimized to provide the required contrast over a given bandpass. 
The joint optimization of the PIAA optics and these rings is complicated and numerically intensive, and it may include 
pointing error and other low order wavefront error tolerancing as constraints. 

As with the downselect version, the current design (PIAACMC 20150322) includes weak PIAA optics, a focal plane 
phase mask, and multiple Lyot stops, but it dispenses with the reverse PIAA optics and the backend Lyot coronagraph. 
An additional simplification is the use of a single DM for wavefront control, limiting the dark hole to one-half the area 
that would be possible with two DMs. The PIAA optics are now circularly symmetric (except for the off-axis component 
that is not included in the PROPER modelling and which may itself be eliminated using on-axis optics). The specified 
operating bandpass of this design is 523 - 578 nm (λc = 550 nm). The phase mask is now a 3.2 λc/D diameter series of 22 
concentric rings with azimuthal sectors of various heights (-339 to +355 nm) on a reflective surface. The addition of the 
azimuthal variations allows for more degrees of freedom for improving the bandwidth and jitter tolerance. The FPM is 
modelled in the same manner as the downselect version.  

Due to the lack of a reverse PIAA, the field PSF varies by a small amount with the core throughput decreasing by about 
20% towards the edge of the dark hole. The peak PSF core throughput is 14%, the IWA is 1.3 λc/D, and the PSF core 
area is 1750 mas2. 

This design does not have a set OWA, but for the simulations presented here the dark hole was controlled over r = 1.2 - 
9 λc/D across one-half of the field around the star due to the single DM. In an unaberrated system prior to any wavefront 
control the mean contrast is 9 × 10-9 from r = 1.2 - 2.2 λc/D and 3 × 10-9 over the full half dark hole. Running EFC on the 





 
 

 
 

 

The PIAACMC astigmatism sensitivity is also about an order of magnitude greater than that for the HLC or SPC, and 
this reveals itself when the solution for one polarization axis is used to evaluate the contrast for the other axis. As shown 
in Figure 12, the unoptimized axis has contrasts levels several orders of magnitude greater than for the optimized axis. 
This is primarily due to the astigmatism difference between the two polarizations. A compromise solution for both 
polarizations would obviously have unacceptable contrast, so PIAACMC must be used in a single polarization channel at 
all wavelengths. 
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Figure 12. Revised PIAACMC contrast maps  (λ = 523 
- 578 nm; λc = 550 nm) optimized for the X 
polarization and evaluated in the X and Y 
polarization channel (no jitter). The arcs are r = 1.2 - 
9.0 λc/D. In color in the online proceedings. 

 

 

7. INTEGRATED MODELLING AND POST-PROCESSING 
The AFTA optical system will not be a static structure. Besides pointing jitter from reaction wheel vibrations and FSM 
correction errors, the wavefront will vary over time due to thermal and structural effects as the telescope slews from 
target to target. Though these sub-nanometer changes may be very small by conventional definitions, they can be 
substantial given the sensitivity of the coronagraph. Wavefront time variations translate into speckle variations, and any 
lack of speckle field stability can limit the effectiveness of post-processing algorithms to extract planet signal from the 
complicated instrumental background. 

To investigate the potential time dependences in AFTA, combined thermal, structural, and optical modelling of realistic 
observing scenarios have been undertaken at both the Goddard Space Flight Center (GSFC) and the Jet Propulsion 
Laboratory. The results presented here are for a three star imaging sequence: Begin by spending 25,000 sec on the bright 
star β UMa (V = 2.4, A1IV) to create/restore the dark hole, then slew to the known exoplanet host star 47 UMa (V = 5.0, 
G1V) for 85,000 total exposure time, and then to a reference star, 61 UMa (V = 5.3, G8V) for 85,000 sec exposures. 
Prior to β UMa the telescope is pointed at 61 UMa until settled. Slews take 700 sec. This scenario defined the finite 
element thermal modelling parameters including the heating effects from the Sun and Earth. Two versions were 
computed, with the Earth (geosynchronous orbit) and without (quasi-L2 orbit); the quasi-L2 orbit GSFC results are 
presented here. The finite element model node temperatures were computed at 5000 sec intervals and the structural 
element displacements, including the optical surfaces, were generated. These were then fed into ray tracing software to 
compute the change in the wavefront from the primary mirror up to the FSM. This delta wavefront was then inserted into 
the PROPER optical model. The aberration changes prior to correction for this observing scenario (named OS3) are 
shown in Figure 13.  

 





 
 

 
 

and with it the third becomes visible. However, for PIAACMC none of the planets are seen in without DM correction. 
This is due to the increase in astigmatism during the 47 UMa observations (Figure 13) and the PIAACMC’s high 
astigmatism sensitivity. With DM low order correction the wavefront changes are significantly reduced and all three 
planets are visible. More complex speckle subtraction methods can be used on these time sequences, notably those that 
use Principle Component Analysis15 to optimize the combination of reference frames. These sequences are being 
analyzed at the Space Telescope Science Institute under contract to JPL using such advanced algorithms. 
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Figure 14. Test input scenes (λ = 523 - 578, λc = 550 
nm) for the HLC and PIAACMC (including the 
appropriate PSFs for each field position) consisting 
of three planets with contrasts and apparent 
separations from the star of (a) 6 × 10-9 at 3.1 λc/D, 
(b) 8 × 10-10 at 5.3 λc/D, and (c) 9 × 10-10 at 2.9 λc/D.  
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Figure 15. Averaged OS3 revised HLC dark hole fields (λ = 523 - 578, λc = 550 nm, single polarization) without detector 

noise for the bright star β UMa and science target 47 UMa (planets included) without and with low order wavefront 
control using the DM (focus correction is applied in all cases). The absolute differences between the two stars’ fields is 
shown, revealing the planets. Without DM LOWFC only two planets can be seen, but with it all three can be identified. 

The circles are r = 2.5 & 9.0 λc/D. In color in the online proceedings. 
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Figure 16. As with Fig. 38, but for PIAACMC (single 
polarization). The high sensitivity of PIAACMC to 
astigmatism causes the large variations in the fields 
between β UMa and 47 UMa when the DM LOWFC 
is not used. The circles are r = 2.0 & 9.0 λc/D. In 
color in the online proceedings.

 

8. WAVEFRONT MEASUREMENT VIA PROBING IN FINITE BANDPASSES 
In the results presented so far the dark holes were generated using EFC with exact knowledge of the complex-valued 
image fields as directly computed using the models at multiple wavelengths. In reality the fields will be derived from 
intensity measurements within finite bandpasses and using DM probe patterns. Variations in the speckles within a 
bandpass may limit the derived field accuracy and hence the depth of the dark hole. To investigate such effects one of 
the authors (Zhou) has modelled the disk imaging SPC system that provides a 360° field around the star extending over 
6.5 - 20 λc/D in a 10% (523 - 578 nm) bandpass (λc = 550 nm). When exact knowledge (5 wavelengths, computed field, 
no probing) was used with EFC, the mean field contrast is 1.3 × 10-9. 

The 10% science bandpass was divided into finite width subbands that would in reality be implemented with narrower 
filters. Two cases are discussed here. The first is two 5% filters within the 10% bandpass. The other is two 3.3% filters at 
the long and short ends of the 10% bandpass; the images from these two are subtracted from the 10% image to create a 
third, virtual 3.3% filter in the central wavelength range. The intensity image for each subband was created by averaging 
multiple simulated monochromatic fields. 

Probing was done using pre-defined patterns on the DM14. These provided a roughly uniform offset in field intensity. 
The intensity changes from two pairs of DM probe patterns (positive and negative) can be used to derive the complex 
image plane field. The DM pattern that produces an imaginary field offset resembles a sinc function and is essentially 
constant over the 360° field. The pattern that creates a real offset is a double-sinc function that creates positive and 
negative offsets in opposing halves of the field; the points along the line separating these halves is unchanged and so the 
field cannot be derived there. To get around this, one can either use two pairs of real probes in perpendicular directions 
(in addition to the pair of imaginary probes), or use alternating directions in each EFC iteration, which is what was done 
here. In an unobscured system the sinc-like probe patterns are centered on the DM, but due to the obscured AFTA pupil 
they are offset to be centered within a clear region. 

The results for the subband cases are shown in Figures 17 and 18. The 2 x 5% and 3%+10%+3% contrasts are similar 
and are about 2.5x worse than in the exact knowledge case. The rings of light around the inner and outer field radii are 
notably higher than in the exact case and are dominated by leakage at the short wavelengths of the 10% bandpass. For 
EFC the wavelength of each bandpass was assumed to be the central wavelength. Experiments using other assumed 





 
 

 
 

• evaluating new coronagraph designs as they become available (higher throughput, improved jitter and 
aberration tolerance, smaller inner working angle, increased wavelength bandwidth, etc.) 

• tolerancing coronagraph components (e.g., mask fabrication errors, mask alignment requirements), including 
assessing how much error can be corrected using wavefront control 

• additional observing scenarios for thermal modelling (rolling the telescope for angular differential imaging, 
longer-term IFS observation sequences) 

• analyzing the impact of wavefront jitter caused by vibration of the optics by the reaction wheels 

• determining the number of subbands and time required to generate dark holes in the presence of noise for each 
coronagraph 

• and perhaps most importantly, validation of the models against testbed results. 
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